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                                                                                                                                                                                                                                                                          WATSON-MARLOW/BREDEL SP/10-SP/15 

BREDEL HOSE PUMPS AND APPURTENANCES

PART 1 - GENERAL

1.01     DESCRIPTION

A.  Pumps shall be peristaltic hose type complete with appurtenances as indicated and    specified.

B.  Pumps driven as indicated in the process pump schedule.

C.  Design and proportion all parts of pump for the duty specified.

D.  Provide ample room and facilities for inspection, repair, and adjustment.
1.02     RELATED WORK: 

*(ENGINEER TO EDIT SECTION AS REQUIRED BY THE INSTALLATION)*
1.03
QUALITY ASSURANCE:

A.  Pumps to be the product of one manufacturer.

B.  Pumps to be manufacturer’s standard cataloged product.

C.  Shop tests as specified.

D.  Pump manufacturer must provide pumps and accessories, which are integral to pump operation, and specified herein as a coordinated package, regardless of manufacturer.  This includes pumps, gear reducers, motors, pulsation dampeners, leak detectors, control panels/drives and other such accessories specified under this section.  Equipment specified herein that is not supplied by the pump manufacturer, as an integrated package will be rejected.

E.  Services of Manufacturer’s Representative.

1.  *(ENGINEER SHALL DETAIL THE REQUIRED NUMBER OF MAN DAYS FOR STARTUP, TRAINING, ETC. UNDER THIS HEADING)*
2.  Credit to the owner, all unused service man-days specified above, at the   manufacturer’s published field service rate.

3.  Technician must be factory certified and specifically trained on the type of equipment specified. Technician must have a minimum of five (5) years direct experience on the size and type of equipment specified.  The services of a manufacturer's sales representative will not be accepted to fulfill this requirement.

G.  Manufacturer of hose pumps must have at least five operating installations in the United States the size specified and in the same service as specified for a period of     at least 3 years.

H.  Pumps shall be assembled in compliance within ISO9002 standards.  

1.04 SUBMITTALS:

A.  Submit the following:

1. A copy of this specification section with related addenda shall be submitted with each paragraph check-marked to designate specification compliance or marked to indicate deviation from the specification.  If deviations are indicated, these items shall be circled with a detailed written justification for the deviation and any resultant changes required for the proper coordination of this equipment into the system.

2. Certified shop drawings.

3. Data regarding pump and motor characteristics and performance.  Prior to fabrication, provide guaranteed performance curves showing equipment meets the specified requirements for head, capacity, and horsepower.

4. Provide characteristic curves for variable speed pumps for both ACTUAL maximum pump speed and for speed required to obtain minimum pump flow   specified.  Appropriately identify curves by and provide all curves on one sheet.

5. Shop drawing data for accessory items.

6. Dimensional drawings inclusive of tolerances and location of anchor boltholes.

7. Manufacturer’s literature as needed to supplement certified data.

8. Operating and maintenance instructions and part lists.

9. Listing installations as specified.

10. Certified results of vacuum testing.

11. Schematic control and power wiring diagrams.

12. Bearing life:  Certified by pump manufacturer.

13. Recommendations for short and long term storage.

14. Use tag numbers for all equipment as indicate and specified.

15. Recommended location and mounting of the pulsation accumulators and dampeners.

16. Test data showing pump metering accuracy and repeatability from a minimum of 10-machined hoses at a minimum of 500 hours each.

17. P/100 ratio calculation

1.05  DELIVERY, STORAGE AND HANDLING:


A.  Shipping:

1.  Ship equipment, material and spare parts complete except where partial disassembly is required by transportation regulations or for protection of   components.

2.  Pack spare parts in containers bearing labels clearly designating contents and pieces of equipment for which intended.

3.  Deliver spare parts at same time as pertaining equipment.  Deliver to owner after completion of work.

4.  Pumps shall be shipped with hoses installed.  In the event long term on site storage is anticipated, pumps may be shipped with hoses uninstalled for field installation by the Contractor prior to startup if so requested by the Contractor/Engineer at time of submittal approval.  


B.  Receiving:


1.  Contractor to inspect and inventory items upon delivery to site.

2.  Contractor to store and safeguard equipment, material, instructions, and spare parts in accordance with manufacturer’s written instructions.

PART 2 - PRODUCT

2.01 Manufacturers


     A. Watson-Marlow/Bredel Pumps - Wilmington, MA

2.02 Pump Process Schedule

	Pump Model
	*(ENGINEER TO SPECIFY)*

	Quantity
	*(ENGINEER TO SPECIFY)*

	Tag Number(s)
	*(ENGINEER TO SPECIFY)*

	Fluid

        Type/concentration

        Viscosity

        Specific Gravity

        Fluid Temperature

        Solid Content
	*(ENGINEER TO SPECIFY)*

	Capacity

       Max GPM

       Min GPM 
	*(ENGINEER TO SPECIFY)*



	Max pump RPM
	*(ENGINEER TO SPECIFY)*

	Suction Pressure

     Max Positive Static Head

     Max Suction Lift
	*(ENGINEER TO SPECIFY)*

	Max Discharge Pressure (PSI)
	*(ENGINEER TO SPECIFY)*

	
	SP/10
	SP/15

	Pump Pitch Diameter
	4.56”
	7.68”

	Displacement/Revolution (Gallons)
	0.0058
	0.022

	P/100 Ratio (Theoretical Maximum

Number of Occlusions/100 Gallons

Pumped)
	34,484
	9,092

	Pump Flange Size (ASA 150#)
	0.5”
	0.75”

	 Insert Material

*(ENGINEER TO CHOOSE BASED ON PROCESS FLUID)*
	Options: 

· 316 Stainless Steel, Polypropylene, PVC

	Motor Hp
	*(ENGINEER TO SPECIFY)*

	Power  (VAC, Phase, Frequency)
	*(ENGINEER TO SPECIFY)*

	Hose Material 

*(ENGINEER TO CHOOSE BASED ON PROCESS FLUID)*
	Options:

· Natural Rubber

· EPDM

· Buna-N

	Orientation (Facing Pump)

*(ENGINEER TO CHOOSE BASED ON INSTALLATION LAYOUT)*
	· Ports Left (Position 1)

· Ports Right (Position 2)

· Ports Up (Position 3)

· Ports Down (Position 4)


2.03 PUMP CONSTRUCTION:

A. Pump:

1.  Type:

a.  Horizontal, positive displacement, peristaltic hose pump

(1)  Capable of operation in either direction without flow variation

(2)  Capable of running dry without damage to pump or hose.

(3)  Capable of pulling 95 percent of full vacuum

(4)  Repeatability + 1 percent accurate

(5)   Valveless/Glandless with no dynamic seals in contact with the pump  

                              product.

2.  Pump Housing and Cover:

a.  Material

(1)  Housing:  Cast Iron, ASTM A48 Class 40 (DIN GG25)

(2)  Cover: Carbon Steel, ASTM A570 GR36

(3)  Hardware: galvanized steel or stainless steel

b.  Provide pumphead housing capable of rotation in 90-degree increments.

c.  Provide pumphead mounting position as shown in the Contract Drawings.

d.  Provide carbon steel cover with a sight glass sufficiently large enough to view direction of rotation and lubricant level.   Include breather cap.  Direction of rotation and lubricant level must be visible from the front of the pump housing.
e.  Provide a BUNA-N O-ring housing cover seal.

f.  Provide a float type magnetic reed switch located on the pump cover to detect leakage of pumped product into the pump housing. 

1. Supply Normally Closed sensor with the ability for field adjustment to Normally Open.

2. Pump manufacturer to supply switch only.  Contractor is responsible for alarm and relay to turn pump off unless    otherwise specified herein.

3. Float switch shall be rated to the following maxima:   



Vmax = 240VAC,  Imax  = 1 Amp,  Pmax = 50VA

       3. Baseplates

a. Provide base and coupling guard constructed of 304 stainless steel.  

b. Design base with adequate strength to support pump and drive.

c. Provide provisions for anchor bolts.  

d. Provide planed surfaces for bearing pads for pump and drives.

e. Contractor shall install pumping units and baseplates on a concrete foundation.

f. Provide coupling guard in conformance with OSHA requirements.

4. Connections:

a.  Provide 304 stainless steel lapped joint flanged suction and discharge connections faced and drilled to 150 lb. ANSI Standard. 

b.  Provide hose inserts which shall be aligned through the flange and connect to the pump hose, providing a raised face on the pump flanges.  Provide inserts of a construction chemically compatible with the process fluid. 316 Stainless Steel, PVC, polypropylene as recommended by the manufacturer.

c.  Provide flange, insert, and hose connectors that are external to the pump to insure visual confirmation of proper port connection.  Clamping of the hose and insert internal to the pump housing which cannot be visually verified without disassembly of the pump is not acceptable. 

5. Hose and Lubricant

a.  Hose shall be manufactured of three-layer elastomer with an extruded inner wetted layer compatible with the process fluid, two layers of nylon reinforcement, and a Natural Rubber outer layer.  Hose outside diameter shall be machined to maintain a wall thickness tolerance within + 0.4 mm.  The hose external surface shall have a surface roughness of Ra 8+ 4.  Hoses that do not meet these minimum requirements are not acceptable. 

b.  Minimum Static Burst Pressure rating of 1,015 psi

c.  53-68 shore A durometer.

d.  Hose must be replaceable without cover or pump removal.

e.  Pump housing shall be filled approximately 50% with a NSF-listed food-grade glycerin based hose lubricant blended to provide a medium for cooling and lubrication.  

6. Rotor Assembly:

a. For 10 mm and 15 mm pumps, rotor shall be constructed of Cast Iron, ASTM A48 Class 40 (DIN GG25) and shall be of a one-piece construction with two integral fixed occlusion shoes located 180 degrees apart.

b. Pumps using rollers are not acceptable.

7. Bearing Frame:

a.  Supply pump shaft constructed of alloy steel SAE 1045.    

b.  Provide two-way seals for rotor shaft.

c.  Use antifriction type, minimum B-10 life of 40,000 hours at maximum operating speed and pressure.  In accordance AFBMA B3.16.

d.  Pumps that use the gearbox output shaft to support the overhung load of the pump rotor are unacceptable.  Pumps must have their own bearing frames.  

8. Coupling
A.  Elastomeric Type

1.  Sleeves:  Hytrel

2.  Flanges:  Cast Iron

3.  Minimum 1.5 service factor based on peak running torque

2.04   PUMP DRIVE
A. Gear Reducer:

1. Acceptable Manufacturers:

a.  Nord 

b.  Brook Hansen

c.  SEW Eurodrive

2.  Provide foot mounted gear reducer using helical gear arrangement classified for continuos heavy-shock duty, AGMA Class II, 24-hour duty.

3.  Provide minimum ASTM A48 Class 30 cast iron housing. 

4.  Provide horizontal parallel or right angle shafting. *(ENGINEER TO SPECIFY CONFIGURATION - RIGHT ANGLE GEARBOX WITH VERTICALLY MOUNTED MOTOR RECOMMENDED FOR INSTALLATIONS WITH TIGHT SPATIAL CONSTRAINTS)*.
5.  Design reducer to match output speed requirements of pumps:  double or triple reduction.

6.  Match torque rating of pumping equipment.

7.  Gear reducer service factor 1.40 minimum, based on peak running torque with minimum 1.0 service factor based on motor nameplate rating.

8.  Gear reducer minimum efficiency: 95 percent.

9.  Gear reducer shall have NEMA C motor input frame for mounting of drive motor.  Integrally mounted gearmotors are not acceptable.  

B. Motor:

*(BELOW MOTOR DETAIL IS THE TYPICAL MOTOR SPECIFICATION FOR AC FIXED SPEED OR INVERTER DUTY APPLICATIONS.  ALTERNATE MOTORS INCLUDING XP OR DC OPTIONS ARE AVAILABLE UPON REQUEST)*

1. Provide premium efficient, TEFC or TENV, squirrel-cage induction motors, NEMA C face, conforming to the latest applicable requirements of NEMA, IEEE, ANSI, and NEC standards.

2. Provide motor HP in accordance with Process Pump Schedule.  

3. Motors are to be designed for continuous duty for 3-phase, 230/460VAC operation, NEMA Design B with torque and starting currents in accordance with NEMA MG1-1993-12.35 and 12.38.  Ratings to be based on a 40 degree C ambient 3,300 feet altitude or lower operation with a maximum temperature rise of 80 degree by resistance C at 1.0 service factor (and 90 degree C rise 1.15 service factor).

4. Motors shall be furnished with Class F insulation utilizing materials and insulation systems evaluated in accordance with IEEE 117 classification tests.  Motors shall have 1.15 service factor but shall be selected for operation within their full load rating without applying the service factor.  

5. Bearings shall be selected to provide L10 rating of 100,000 hrs minimum for C-face flexible coupled applications. For frame sizes 56-140, bearings shall be permanently lubricated.  For frame sizes 180 and larger, proved capped grease fitting.

6. For frame sizes 180 and larger, motor enclosure including frame, end brackets locking bearing inner caps, fan guard, and conduit box and cover shall be cast iron, ASTM Type A48, Class 25 or better. Conduit box shall be diagonally split with tapped NPT threaded conduit entrance hole, neoprene conduit box cover gasket, neoprene lead seal gasket between box and motor frame, and ground lug.  For frame sizes 56-140, motor enclosure, fan guard, conduit box, and cover shall be carbon steel. End shield shall be constructed of aluminum.  Conduit box shall be top mounted with F1/F2 conduit entrance holes, grounding lug, and neoprene conduit box gasket between box and motor frame.  

7. External cooling fan on TEFC motors shall be corrosion resistant, non-sparking, bi-directional, keyed, clamped, and shouldered on the motor shaft.

8. Motor rotor construction shall be die cast aluminum, fabricated copper, or their respective alloys.  Motor shall have copper windings.

9. Motor leads shall be nonwicking type permanently numbered for identification.

10. All motors shall be premium efficient with minimum efficiencies exceeding NEMA MG1-1993 Table 12-10.  Motor efficiency shall be determined in accordance with NEMA MG1-1993-12.58.1 and full load efficiency labeled on motor nameplate in accordance with NEMA MG1-1993-12.58.2

11. Motors shall suitable for use with PWM type variable frequency drives.  Motors frame size 56-180 shall be rated for 10:1 constant torque continuous duty over 6-60 Hz.  Larger frame motors shall be rated for 4:1 constant torque continuous duty over 15-60 Hz.

12. Acceptable Manufacturers – Reliance Electric or approved equal.

*(ENGINEER TO SPECIFY THE REQUIREMENT OF SPACE HEATERS OR THERMAL PROTECTORS IF SO REQUIRED BY THE INSTALLATION)*
2.05 Painting

A. Provide pump assembly primed and finish painted within manufacturer’s standard.  Stainless steel and galvanized components shall not be painted.  

2.06 Accessories and Control Panels

*(ENGINEER TO INCLUDE SPECIFICATION AS REQUIRED BY THE INSTALLATION.  SEE WATSON-MARLOW/BREDEL HOSEPUMP ACCESSORIES SPECIFICATION. WATSON-MARLOW/BREDEL TO CONFRIM, WHICH ACCESSORIES ARE RECOMMENDED FOR THE APPLICATION)* 

2.07 Spare Parts

A. Provide spare parts that are identical to and interchangeable with parts installed. Furnish and deliver the following spare parts for each pump:

1. Two replacement hoses

2. Two hose lubricant refills

2.08 Non-witnessed Inlet Vacuum Testing

1. Test assembled Pump running on air.

2. Run test for a minimum of 30 seconds and record vacuum reading which must meet or exceed 28” Hg Vacuum.

3. In the event that specified tests indicate that the pump does not meet specifications, Engineer has the right to require complete tests for the pump at no additional cost to the owner. Repeat tests until specified results are obtained.

4. Correct or replace promptly all defects or defective equipment revealed by or noted during tests at no additional cost to the Owner.  

Part 3 - Execution
3.01 Installation (By Contractor)

A. Contractor shall install items in accordance with manufacturer's printed instructions and as indicated and specified.

B. Contractor shall install pumping equipment on a concrete pad and make final alignments thereon.

C. Contractor shall install accessories in accordance with manufacturer's written instruction.

D. Contractor shall prove the pump's suction and discharge port connections to process lines are nonleaking and made in a free supported state without need to apply vertical or horizontal pressure to align piping with pump nozzles.

3.02 Field Testing  (By Contractor with assistance of Manufacturer's Field Service Tech.)

A. After installation of pumping equipment, and after inspection, operation, testing, and adjustment have been completed by the Contractor in the presence of the Manufacturer's Field Service Technician, Contractor shall conduct running test for each pump in the presence of the Engineer to determine its ability to operate within the performance limits specified and to deliver its rated capacity within the pressure requirements specified.  Contractor shall provide labor, piping, equipment, and materials necessary for conducting all field tests.

B. Make all adjustments necessary to place equipment in specified and working order at the time of above tests. Test pumps on product only.

C. Promptly correct or replace all defective equipment revealed by or noted during tests at no additional cost to the Owner and repeat tests until specified results acceptable to Engineer are obtained.
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